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Shin-Etsu silicone rubber product

- Silicon rubber with excellent
oy durability, heat resistance,
and cold resistance

Self-Fusing silicone rubber tape
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Waterproof tape to easily, quickly,
and conveniently fix water leaks
in pipes and joints
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]Mizum_ojr[(e> S‘uper is a silicone rubber tape that

binds to itself by stretching the Tape while wrapping.
The tape leaves behind no sticky residue even when removed as the
tape doesn’t use any adhesives or plasticizers.

H How to apply

© Cut the end of the tape at about a 45-degree angle and length of between 20 and 30 cm. Remove
the peel-off film before use.

@ To start wrapping, stretch the tape while pressing down on one end, wrap around once, and let the
tape bind to itself.

© While holding only a short piece of the tape, wrap the bonded tape while stretching it firmly so that
the tape width shrinks to about half its size or 12 mm.
Continue wrapping, focusing on the area where the leak occurred.

© After wrapping, pull the end of the tape and apply pressure to bond the tape over the entire width
of the wrapped tape.

B Precautions
» Store this product out of reach of children, away
ltem number ~ MG-SP-25W-2M | MG-SP-25W-5M from direct sunlight, and at room temperature.
Generic name Self-fusing silicone rubber tape * Please ensure the t?pe 5UVfaC? is free from dust
; - or debris before using or storing.
Material Silicone rubber . .
: + Be aware that after using for repairs, tape can be
Color Light gray easily cut by knives or other sharp objects.
Shape Flat with thicker center + Remove the peel-off film before wrapping.
Width 25mm « Please use only as a temporary emergency
Lenath 5 . measure.
eng m m - Do not use with gasoline, paint thinner, toluene,
Peel-off film color Transparent or other combustible oils or organic solvents.
Stretch rate 600% « Please follow local municipality guidelines for
Heat range -50~200°C dlsposal. R
Small box 1roll 1roll §
. et
Packaging Ty gumbor 10 rolls 5 rolls 3%
specifications oS
Case 80 rolls 30rolls S S
[V~
<
% Compliant with Specifications and Standards for Foods, Food Additives U £
(MHLW Notification No. 370) 2

% Compliant with standards on leaching for water supply materials
@ Please be aware that the printed description for this product may change without notice.

@® Contactinfo : Shiﬁ////// %tsu Shin-Etsu Polymer Co., Ltd.

Sales and Marketing Division IV, Sales Unit
1-1-3 Ote Center building, Otemachi,
Chiyoda-ku, Tokyo, Japan 100-0004

Phone: +81 3-5288-8416
®Website : https://www.shinpoly.co.jp
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